
 Surface mounting material   - 05-2

05-2  SENSORS 

 Outdoor motion detector 180°, 230V, 14m 

 • 230Vac ±10%
• relais contact: N.O. max. 10A, sensitive to light and motion 
• incandescent lamps: 2300W
• halogen 230V: 500W
• all low-voltage halogen lamps: 500VA
• fl uorescent lamps (non-compensated): 1200VA
• max. switching capacity: 140µF 
• detection angle: 180°

• mounting height: 2,5m
• detection range: semi circle, up to 14m
• hysteresis on light sensitivity: +10%
• light sensitivity: 3-infi nite lux
• switch-off delay: 8s-12min
• protection degree: IP44
• operating temperature: -20 to 45°C 

 1-channel outdoor motion detector for use along driveways, in gardens. Provided with an integrated light sensor. Detection range 
adjustable between 0-14m. Automatically on or manually on via a push button N.C. 230Vac. Automatically off after switch-off delay. 
Provided with a rotatable motion sensor. The detection range can be subdivided by means of an adjustable cover mask. In compliance 
with the European directives for EMC and safety EN60669-2-1.

Replaces 32-830-03. 

   Complete unit 
 Pack :  1 

  350-20050 

 Complete unit 

 Complete unit 
 Pack :  1 

  390-20050 

 Accessories 

 Presence detector 360°, 2 channels 10A 

 • 230Vac ±10%
• relay contact 1: N.O. max. 10A, sensitive to light and motion; relay contact 2: 
N.O. max. 10A, sensitive to motion
• incandescent lamps: 2300W
• halogen 230V: 500W
• all low-voltage halogen lamps: 500VA
• fl uorescent lamps (non-compensated): 1200VA

• max. switching capacity: 140µF 
• detection angle: 360°
• mounting height: 2,5m
• detection range: circular, up to 20m diameter
• hysteresis on light sensitivity: +10%
• switch-off delay: 1-30min
• light sensitivity: 10-1000lx 

 2-channel presence detector designed for use in a classroom or conference room. Channel 1 switches the classroom lighting, channel 2 the blackboard lighting. 
Provided with a built-in light sensor. Manually on/off via push button N.O. 230Vac. Automatically off after switch-off delay. The detection range can be subdivided by 
means of an adjustable cover mask. In compliance with the European directives for EMC and safety EN60669-2-1 

 Complete unit 
 Pack :  1 

  350-20053 

 Complete unit 

 Presence detector 360°, 1 channel 10A 

 • 230Vac ±10%
• relay contact: N.O. max. 10A, sensitive to light and motion
• incandescent lamps: 2300W
• halogen 230V: 500W
• all low-voltage halogen lamps: 500VA
• fl uorescent lamps (non-compensated): 1200VA
• max. switching capacity: 140µF 
• detection angle: 360°

• mounting height: 2,5m
• detection range: circular, up to 20m diameter
• hysteresis on light sensitivity: +10%
• switch-off delay: 1-30min
• light sensitivity: 10-1000lux
• protection degree: IP20
• operating temperature: -5 to 50°C 

 1-channel presence detector for ceiling mounting, suitable for switching indoor lighting. Provided with an integrated light sensor. Automatically on/off after switch-
off delay or manually on/off via push button N.O. 230Vac. The detection range can be subdivided by means of an adaptable cover mask. In compliance with the 
European directives for EMC and safety EN60669-2-1.

Replaces 32-831-03 
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 Surface mounting material   - 05-3

 SENSORS 05-3

 Complete unit 
 Pack :  1 

  350-20054 

 Complete unit 

 Presence detector 360°, 2 channels (lighting + ventilator) 

 • 230Vac ±10%
• relay contacts 1 and 2: N.O. max. 10A, sensitive to light and motion
• incandescent lamps: 2300W
• halogen 230V: 500W
• all low-voltage halogen lamps: 500VA
• fl uorescent lamps (non-compensated): 1200VA
• max. switching capacity: 140µF 
• motor: 690VA

• detection angle: 360°
• mounting height: 2,5m
• detection range: circular, up to 20m diameter
• hysteresis on light sensitivity: +10%
• switch-off delay: 1-30min
• light sensitivity: 10-1000lux
• protection degree: IP20
• operating temperature: -5 to 50°C 

 2-channel presence detector for ceiling mounting, suitable for switching indoor lighting and ventilation. Provided with a built-in light sensor. Automatically on/off 
after switch-off delay or manually on/off via push button N.O. 230Vac. The detection range can be subdivided by means of an adaptable cover mask. In compliance 
with the European directives for EMC and safety EN60669-2-1.

Replaces 32-832-03 

 Complete unit 
 Pack :  1 

  350-20055 

 Complete unit 
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05-4  TWILIGHT SWITCHES 

 Twilight switch, 230V, 1-channel 16A 

 • 230Vac ±10%
• relay contact: N.O. max. 16A
• incandescent lamps: 3600W
• halogen 230V: 3600W
• all low-voltage halogen lamps: 3600VA
• fl uorescent lamps: 3600VA

• hysteresis on light sensitivity: +50%
• switch-off delay: ±60s
• light sensitivity: 2-200lux
• protection degree: IP54
• H 103mm x W 73mm x D 47mm 

 Twilight switch for outdoor wall mounting (IP54), suitable for switching outdoor lighting. Light sensitivity adjustable from 2 to 200lux. Large sensor surface for 
accurate light measuring. In compliance with the European directives for EMC and safety EN60669-2-1. 

 Complete unit 
 Pack :  5 

  350-10030 

 Complete unit 

 Twilight switch, 230V, 1-channel 10A 

 • 230Vac ±10%
• relay contact: N.O. max. 10A
• incandescent lamps: 2300W
• halogen 230V: 500W
• all low-voltage halogen lamps: 500VA
• fl uorescent lamps (not compensated): 1200VA
• max. switching capacity: 140µF 

• hysteresis on light sensitivity: +50%
• switch-off delay: ±60s
• light sensitivity: 5-300lx:
• protection degree: IP44
• operating temperature: -25 to 45°C
• H 95mm x W 73mm x D 47mm 

 Twilight switch for outdoor wall mounting (IP44), suitable for switching outdoor lighting.
Light sensitivity adjustable from 5 to 300lux. In compliance with the European directives for EMC and safety EN60669-2-1. 

 Complete unit 
 Pack :  1 

  350-10031 

 Complete unit 

 Twilight switch, 24V, 1-channel 4A 

 • 24Vac/dc ±10%
• relay contact: N.O. max. 4A
• incandescent lamps: 40W
• hysteresis on light sensitivity: +50%
• switch-off delay: ±60s

• light sensitivity: 2-200lux
• protection degree: IP54
• operating temperature: -50 to 50°C
• H 102mm x W 73mm x D 39mm 

 Twilight switch for outdoor wall mounting (IP54), suitable for switching outdoor lighting.
Light sensitivity adjustable from 2 to 200lux. Large sensor surface for accurate light measuring. In compliance with the European directives for EMC and safety 
EN60669-2-1. 

 Complete unit 
 Pack :  1 

  350-10032 

 Complete unit 
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 SMOKE DETECTORS 05-5

 Optical smoke detector, 230V with backup battery 9Vdc 

 • dimensions detector: 118mm diam.; height 32mm; fi nishing plate: 155mm 
diam. 
• power supply: 230V~ ± 10%, frequency 50Hz
• emergency power supply: 9V battery (type:IEC LR 61, supplied)
• acoustic alarm: 85dB(A)
• operating temp: 0 to 40°C; storage temp: -5 to 70°C
• protection degree: IP40

• battery down signal: 1signal/min for 30days 
• connection terminals 230V~: 2x1,5mm² or 1x2,5mm² per term; relay: 
2x1,5mm² or 1x2,5mm² per term; network: 2x0,75mm², standard data cable
Auxiliary relay
• contact : 1A, 250V~
 

 The optical smoke alarm reacts early to smoke emission from smouldering and open fi res. The smoke alarm is provided with a visual (LEDs) and integrated acoustic 
alarm. A functional test can be carried out by means of the test button. The smoke alarm and all connected smoke alarms (max. 30) then generate an alarm. The 
smoke alarm is designed for use in a living environment. Optionally, a relay module can be used for an additional connection. In compliance with: DIN EN14604; BS 
5446-1:2000; ISO 12239. Quality marks: BOSEC. 

   Smoke detector with alu fi nishing plate + aux. relay 
 Pack :  1 

  420-00004 

   Smoke detector with alu fi nishing plate 
 Pack :  1 

  420-00001 

   Smoke detector with white fi nishing plate + aux. relay 
 Pack :  1 

  420-00003 

   Smoke detector with white fi nishing plate 
 Pack :  1 

  420-00000 

 Complete units 

 Auxiliary relay for smoke detector 
 Pack :  1 

  420-00002 

 Accessories 
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