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DIN rail power supply for LED strips, 24 Vdc - 
100 W

The power supply is suitable for powering LEDs and is designed for DIN rail mounting. The power 
supply is equipped with a primary input and four secondary terminals to connect two loads. Usage 
of screw terminals, both at primary and at secondary side. The output power range is adjustable. In 
compliance with the European directives for EMC and safety



340-00051
Modular power supply 24 V DC, 100 W

This power supply is suitable for powering LEDs and is designed for DIN-rail mounting. It has a power supply of 100 W. This power supply con-
forms to the European directive for EMC and safety.

Modular power supply 24 V DC, 100 W. 

• Maksimal belastning: 100 W
• Primær kabelforbindelse: dobbelt primær klemmeforbindelse: 1 x 2,5 mm² eller 2 x 1,5 mm² pr. skrueklemme
• Sekundær kabeltilslutning: Firedobbelt sekundær klemmeforbindelse: 1 x 2,5 mm² eller 2 x 1,5 mm² pr. skrueklemme
• Kaplingsklasse: IP20
• Sikkerhedsbeskyttelse: selvnulstillende, indbygget beskyttelse mod kortslutning, overbelastning og overophedning
• Beskyttelsesklasse: Klasse II-enhed: • SELV (sikkerhedskredsløb med ekstra lav spænding)
• Anvendelse: kun til indendørs brug
• DIN dimensioner: DIN 4TE
• Dimensioner (HxBxD): 90 x 70 x 55 mm
• Godkendelse: CE
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N
L 230V~

INPUT: 100-240V   3,0A   50/60Hz 

OUTPUT: 24V        4,2A  100,8W

L N 340-00051

INDUSTRIEPARK WEST 40 

BE - 9100 SINT-NIKLAAS

POWER SUPPLY 
24V - 100W 

λ 0,45        

ta 40°C 


